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ORBIT W4 and ORBIT W5 (OBBSW4/0BBSWS) are
manufactured in either 304 grade stainless steel or 316
grade stainless steel.

They are tested and “Kitemark™" certified according to
British Standard 5315:1991. OBBSW4 is made entirely from
AISI-304 stainless steel, austenitic grade 18/8 Stainless Steel
(18% Chromium with 8% Nickel), which is comparable to W4
DIN3017 (German Standard).

OBBSWS5 is entirely made from AISI-316 Stainless Steel,
which is comparable to W5 DIN3017 (German Standard).

ORBIT Hose Clip is optimized for hose protection by raisin : ! &
the band edgespand F;recisely stamping the band tg providge The first BSI Kitemark" certified
a smooth underside surface. It provides the ultimate hose clips outside Europe.
exterior hose wall protection with a non-perforated band,
which gives more protection to the soft hose surface,
during the installation and usage.

ORBIT 304 Hose Clips (W4) is ideal for various industrial FREE-TURNIG TOROLE UBB? WS DESTRUCTIVE TOROUE
applications where high corrosion resistance is required. g ™ _ 8 o bsi,
ORBIT Original 316 Stainless Steel is regarded as the o rm— e
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standard “Marine grade stainless steel" and this grade is . | W
ideal for off-shore and salt water applications. It is suitable o M i B B il O o el
for any application that requires maximum corrosion T '
resistance.
Through its quality and competitive price, ORBIT 304 Hose FREE-TURNING TORQUE TEST TORQUE TEST HYDROLIQUE PRESSURE
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Clips (W4) and ORBIT 316 Hose Clips (W5) are widely
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Salt Spray Testing > 500 Salt Spray Testing > 1000 Report Test No: 8505062  Issue by. BSI Assurance UK Limited, BSI Group

Test No: 8590868 Issue date: 27 July 2016

hours for red rust formation. hours for red rust formation.
Standard: BS 5315:1991




OBBSW4/WS5 : ORBIT 304/ 316 STAINLESS HOSE CLIP

Torque
__

Reference

Old Size BS Size a+0.5/ -0.2

000 12 OBBSW4-O00 9.5-12 3/8-1/2 2000
MOO 16 OBBSW4-MOO 11 - 16 1/2 - 5/8 19.5 10.0 95 1255 4.5 10 2000
00 20 OBBSW4-O0 13- 20 1/2 - 3/4 10 2000
(@) 22, OBBSW4-O 16 — 22 5/8 - 7/8 o 10 1200
OX 25 OBBSW4-OX 18 - 25 3/4-1 10 1200
1A 30 OBBSW4-1A 22 - 30 7/8-1 1/8 10 1200
25.0 14.7
1 35 OBBSW4-1 25 -135 1-13/8 o 10 1000
1X 40 OBBSW4-1X 30 - 40 1 1/8-1 5/8 10 1000
1M 45 OBBSW4-1M 35 -45 1 3/8-1 3/4 10 1000
2A 50 OBBSW4-2A 35 -50 1 3/8-2 10 600
2 55 OBBSW4-2 40 - 55 1 5/8-2 1/8 7.9 10 600
2X 60 OBBSW4-2X 45 - 60 1 3/4-2 3/8 10 600
3 70 OBBSW4-3 55-70 2-2 3/4 10 500
3X 80 OBBSW4-3X 60 - 80 2 3/8-3 1/8 0.80 5 300
4 90 OBBSW4-4 70 - 90 2 3/4-3 1/2 5 300
14155 12.0
a4x 100 OBBSW4-4X 85 - 100 3 1/8-4 9.0 5 150
5 120 OBBSW4-5 90 - 120 3 1/2-4 3/4 5 150
6 125 OBBSW1-6 100 - 125 4-5 5 150
33.0 14.7
6M 140 OBBSW1-6M 120 - 140 4 1/8-5 5 150
6X 150 OBBSW4-6X 130 - 150 5-5 3/4 5 150
7 160 OBBSW4-7 130 - 160 5 1/8-6 1/4 BULK 150
8 180 OBBSW4-8 150 - 180 5 7/8-71/8 BULK 150
9 200 OBBSW4-9 170 — 200 6 5/8-77/8 79 BULK 100
10 230 OBBSW4-10 190 — 230 7 1/2-9 BULK 100
11 250 OBBSW4-11 220 - 250 8 7/8-10 BULK 100
12 280 OBBSW4-12 240 - 280 9 7/8-11 BULK 100
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Band AlSI304 Band AISI316 ,
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Housing AlSI304 Housing AISI316 15

Screw AlISI304 Screw AlSI316




